
GD-03
MINI GAS LEAK DETECTOR

Back light

Temp

Low Battery
Indication

Dimension : H142 x W58 x D28 mm

Weight :  Approx.   Gms.290

Accessories : Soft Carry Case, User 
Manual & Battery

Qty : 50 Pcs. in a Box.

POWER : AAA 1.5 x 3

FAST & RELIABLE DETECTION OF
FLAMMABLE GAS LEAKAGE

FEATURES :

HIGH-PRECISION TEMPERATURE &
HUMIDITY SENSOR

BUZZER ALARM CONTROL

3 SELECTABLE SENSITIVITY :
HIGH / MEDIUM / LOW 

Gas-Sensitive Semi-Conductor 

about 50 PPM~1000 PPM (Methane)

>50 PPM (Methane)

SENSOR TYPE 

RESPONSE RANGE 

SENSITIVITY 

TEST GAS 

Acetone, Acetylene, Alcohol, Ammonia, benzene,
 butane, ethanol, oxirane, gasoline, hexane,
hydrogen,  methane, naphtha, natural gas,
paint thinners, propane,  solvents, etc

About 50ppm~1000ppm (Methane)RESPONSE RANGE 

ALARM MODE

-20º~60ºC (-4ºF~140ºF)TEMPERATURE RANGE

0.1ºC / 1ºF

0.ºC ~ 45ºC ± 1.0ºC others ±1.5ºC 
32ºF ~ 113ºF ± 2ºF others ± 3ºF

RESOLUTION

ACCURACY

0.0% ~ 99.9% RHHUMIDITY

0.1%RH

20%~80% ±5.0% RH others ± 6.0% RH 

0ºC~45ºC

RESOLUTION

ACCURACY

PRECISION

Buzzer & Indicator light

TECHNICAL SPECIFICATION

TEMPERATURE CAN BE
MEASURED IN Cº / Fº

AUTO POWER OFF

Auto Power Off

Buzzer On

Buzzer Off
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